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To compose the part number, pls. choose one of the option for each variable

CONNECTIONSHOW TO ORDER
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INDUS TRIAL AUTomAT IoN  |   INDUS TRIAL coNTRoLLeRS

FeATUReS

TLk72

•	oN/oFF AND pID coNTRoLLeR
•	RS485
•	Up To 3 ReLAy oUTpUTS

TLk72

TLk72

DImENSIONS

DIsPLaY tLK72
single 4 red digit, h 12 mm + 3 LeD Bargraph
INPuts

4 different configurations

thermocouples J (0... 1000 °C/ 32… 1832°f), K (0… 1370°C/32… 2498°f), s (0… 1760°C/32… 3200°f) and 
Infrared sensors J or K + thermoresistances Pt 100 3 wires (-200... 850 °C/-328... 1562 °f) +  

Linear signals 0/10… 50mV, 0/12… 60mV
thermocouples J (0... 1000 °C/ 32… 1832°f), K (0… 1370°C/32… 2498°f), s (0… 1760°C/32… 3200°f) and 

Infrared sensors J or K + Thermistors PTC KTY 81-121 (990Ω at 25°C) (-55... 150 °C/-67... 302 °F) and 
Thermistors NTC 103AT-2 (10 kΩ at 25°C) (-50... 110 °C/-58... 230 °F) +  

Linear signals 0/10… 50mV, 0/12… 60mV
Linear signals 0/4… 20ma

Linear signals 0/1… 5V, 0/2… 10V
accuracy ±0.5 % fs (tc s: ± 1% fs)
OutPuts

up to 3 Out 1 : relay sPDt (8 a-aC1, 3 a-aC3 / 250 V aC) or voltage to drive ssr 8Vdc/8 ma  
Out 2 e Out 3: relay sPst-NO (8 a-aC1  3a-aC3/250 Vac) or voltage to drive ssr 8Vdc/8 ma 

auxiliary power supply 12 Vdc/20 ma max.
fuNCtIONaL
Control ON/Off, Neutral Zone, PID
PID functions autOtuNING, fast tuNING, selftuning
Multi set Point up to 4 pre-programmable set Point
serial communication rs485 with ModBus-rtu (JBus) protocol
Baud rate 1200… 38400 baud, programmable
GeNeraL
Power supply 24 Vac/Vdc, 100… 240 Vac/Vdc ± 10% (50/60 Hz)
Power consumption 10 Va approx.
Dimensions / Weight 72 x 72 mm - depth 97 mm / 325 g approx.
Mounting flush in panel in 67 x 67 mm hole
Connections screw terminal block 2 x 1 mm²
front protection degree IP 54, mounted on panel with gasket
Operating / storage temperature 0… +50°C (+32… +122°f) / -10... +60°C (+14… +140°f)
Operating humidity 30… 95 rH% without condensation
Conformity Directive Cee eMC 89/336 (eN 61326), Directive Cee Bt 73/23 and 93/68 (eN 61010-1)

tLK72
POWer suPPLY
24 Vac/Vdc L
100… 240 Vac H
INPut 
tC (J,K,s,Irs)+Pt100,mV C
tC (J,K,s,Irs)+PtC,NtC,mV e
0/4… 20ma I
0/1… 5V, 0/2… 10V V
Out 1
relay r
Voltage for ssr driving  O
Out 2
relay r
Voltage for ssr driving  O
Not available -
Out 3 
relay r
Voltage for ssr driving  O
Not available -
serIaL COMMuNICatION
rs485 s
Not available -
DIGItaL INPut 
available I
Not available -
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